









 

















































































































































Horizontal accuracy
10 arc seconds 
(1.5mm/30m, 4.8mm/100m)
(0.06 in./100 ft., 0.19 in./300 ft.)

Self-leveling range ±3°

Typical measuring range* Diameter: 500m (1,640 ft.)
Radius: 250m (820 ft.) 

Beam diameter 8mm dia. (0.32 in.) 
(at projection point)

Rotation speed 600rpm

Light source Laser diode, 650nm wavelength 
(visible)

Beam output 0.9mW or less

Laser class Class 2 (IEC/CDRH)

H.I.Alert Provided

Warning display Out of self-leveling range 
Low battery

Dust and water protection IP56 (IEC 60529:2001)

Operating temperature -20~+50°C (-4 to +122°F)

Size W192.5 × D167 × H189 mm 
(W7.6 x D6.6 x H7.5 in.)

Weight (w/batteries) Approx. 2kg (4.4 lb.)

Power supply R14 (C)  batteries x 4

Continuous use Approx. 60 hours 
(w/alkaline batteries, at 25°C (77°F))





























Detection sensitivity ±0.5mm (±0.02 in.) or 
±2mm (±0.08 in.)

Detection range 50mm (2 in.)

LCD display 9 channels, located on both sides

LED Orange, Green (center), Red

Buzzer Loud/Normal/Off

Level vial Built-in

Dust and water protection IP66 (IEC 60529:2001)

Operating temperature -20~+50°C (-4 to +122°F)

Size W76 x D26 X H146 mm
 (3.0 x 1.0 x 5.8 in.)

Weight (w/batteries) 190g (6.7 oz.)

Power supply R6 (AA)  batteries x 2

Continuous use Approx. 100 hours 
(w/alkaline batteries, at 20°C (68°F))

Automatic power cut-off Approx. 30 minutes after operation



















































 
























































































































































































Horizontal accuracy
15 arc seconds 
(2.2mm/30m, 7.3mm/100m)
(0.09 in./100 ft., 0.29 in./300 ft.)

Self-leveling range ±5° (at 0% grade setting)

Typical measuring range*1 Diameter: 300m (1,000 ft.) 
Radius: 150m (500 ft.)

Grade range*2 ±8.7% (Single grade)

Beam diameter 7mm dia. (0.28 in.) 
(at projection point)

Rotation speed 600rpm

Light source Laser diode, 650nm wavelength 
(visible)

Beam output 0.8mW or less

Laser class Class 2 (IEC/CDRH)

H.I.Alert Provided

Warning display
Out of self-leveling range 
Out of grade setting range
Low battery

Dust and water protection IP56 (IEC 60529:2001)

Operating temperature -20~+50°C (-4 to +122°F)

Size W192.5 × D167 × H189 mm 
(W7.6 x D6.6 x H7.5 in.)

Weight (w/batteries) Approx. 2kg (4.4 lb.)

Power supply R14 (C)  batteries x 4

Continuous use Approx. 60 hours 
(w/alkaline batteries, at 25°C (77°F))





























Detection sensitivity ±0.5mm (±0.02 in.) or 
±2mm (±0.08 in.)

Detection range 50mm (2 in.)

LCD display 9 channels, located on both sides

LED Orange, Green (center), Red

Buzzer Loud/Normal/Off

Level vial Built-in

Dust and water protection IP66 (IEC 60529:2001)

Operating temperature -20~+50°C (-4 to +122°F)

Size W76 x D26 X H146 mm
 (3.0 x 1.0 x 5.8 in.)

Weight (w/batteries) 190g (6.7 oz.)

Power supply R6 (AA)  batteries x 2

Continuous use Approx. 100 hours 
(w/alkaline batteries, at 20°C (68°F))

Automatic power cut-off Approx. 30 minutes after operation
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